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Engraving Vice 



Make precise items by the measurements given on particular 2D drawings. The measurements are 
given in millimeters, and the measurements in inches are given in brakes (1 inch = 25, 4 mm). 

Do not forget to chamfer the edges on items 4, 6, 7, 8, 17 and 18. This way you will avoid injuries 
that can happen while working with its very sharp edges. This should become a rule when you work 
with metal items, which are made by cutting, milling or turning. 

The Right Movable Jaw (item 6), the Left Movable Jaw (item 7), the Jaw Face (item 8) and the 
Clamp Screw (item 11) have to be tempered in order to harden them. Besides that, these four items 
have to be made out of the quality steel of a high hardness. 
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Item 

Number 

Title 

Material 

Quantity 

Category 

1 

Stand 

Wood 

1 


2 

Leather 

Leather 

1 


B 

Shot Put Ball 

Steel 

1 


4 

Rail 

Steel 

2 


5 

Insert 

Steel 

2 


6 

Right Movable Jaw 

Steel 

1 


7 

Left Movable Jaw 

Steel 

1 


8 

Jaw Face 

Steel 

2 


9 

Lower Support 

Steel 

1 


10 

Upper Support 

Steel 

1 


11 

Clamp Screw 

Steel 

1 


12 

Clamp Screw Handle 

Steel 

1 


13 

Lock washer M5 

Steel 

4 

Standard Part 

14 

Flat headed screw M5x25mm 

Steel 

4 

Standard Part 

15 

Countersunk screw M5x16mm 

Steel 

4 

Standard Part 

16 

Countersunk screw M5x30mm 

Steel 

2 

Standard Part 

17 

Clamp Screw Bushing 

Steel 

1 


18 

Handle Stop 

Steel 

2 
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Assembly Drawing 
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SECTION A-A 
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80 



Chamfer = 0,5mm (0,02in) x 45° 


6. Right Movable Jaw 


28 

( 1,10 ) 


6 

0,24 ) 



4 

( 0,16 


SECTION B-B 






20 

< 0,79 ) 
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80 



CM 


h- 
CM'* 

■o 


B 


Chamfer = 0,5mm (0,02in) x 45 c 


7. Left Movable Jaw 


28 

1,10 ) 


6 

0,24 




SECTION B-B 



___ 


1 



X 




CNO 


O) 


— 



CD 

T-O 


LO 10 - 

— 


T-O 

TSLm 




20 

0,79 
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9. Lower Support 
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10. Upper Support 
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12. [Lamp Screw Handle 


Project from www.craftsmanspace.com 




































Project: Engraving Vice 


Page 16 of 22 


6 



Project from www.craftsmanspace.com 












































































Project: Engraving Vice Page 17 of 22 



Project from www.craftsmanspace.com 












































































































Project from www.craftsmanspace.com 







Project: Engraving Vice Page 19 of 22 

Assemblage Instructions 

1. Fasten the Rail (item 4) and the Insert (item 5) to the Shot Put Ball (item 3) with Lock Washers 
M5mm (items 13) and Flat Headed Screws M5x25mm (items 14). 




2. Fasten the Jaw Face (item 8) to the Right Movable Jaw (item 6) with Countersunk Screws 
M5xl6mm (item 15) 
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5. Screw the subassemblies made in steps 2 and 3 onto the subassembly made in a previous step. 



6. Fasten the Clamp Screw Bushing (item 17), Clamp Screw Handle (item 12) and Handle Stops (items 
18) to the subassembly made in previous step. 



7. Attach the Leather (item 2) to the Stand (item 1) with glue. 



Project from www.craftsmanspace.com 


















Project: Engraving Vice 


Page 22 of 22 


Final Assembly 
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